








Slurry Wear Test by the Liquid Jet Containing Sands 
-In a Case of the Sand from the Yellow River -
Norihidc MAEKAWA， Qing Ge YUAN， Yoshiro 1羽TAI，and Tunenori OKADA 
(Receivcd Aug. 24， 1992) 
The sllr1'y wca1' bchavio1' by the liquid jet containing the Ycllow Rive1' sand was 
compa1'ed with that by thc Si1ica sand with ave1'age diametc1' of 150 /l，m. Sand content 
il tap water was 37 kgf/n久whichis equiva1ent to the average va1uc of the Ycllow River 
over a year. Thc mass 10ss ratcs 01' MDPR of various test materials arc In proportioll 
to thc u-th powcr of jet velocity V. The eXpOllcnt n is 3.0 for thc si1ica sand and 2.5 for 
thc Yellow Rivcr sand. S臼1ur口rγywea礼1.rresistances ()f various stcels (ヤrc伐1又児【C1如pro【ca1of mas凶s10ss 
1凶atωe()ωr MDPR) 1 














供試材料は主にS35C炭素鋼， SUS304ステンレス鋼で，このほかS15C炭素鋼， S55C炭素鋼， 13Cr 
鋼も用いた.これらの供試材料は他の試験〈キャビテーション・エロージョンとの複合損傷試験で，
結果は別報1)で報告している)との関連上，直径20mm，高さ10mmの円板状試験片に加工した.端面
の試験面はバフ仕上げした後， S15C炭素鋼， S35C炭素鏑， S55C炭素鏑は600T，30分間真空焼きな
ましした.供試材料の化学成分および機械的性質は表1に示す.
表 1 供試材料の化学成分(Wt.%)および機械的性質
C S i Mn P S N i 
S15C 0.15 0.25 0.47 0.015 0.013 
S35C 0.37 0.24 0.77 0.019 0.023 
S55C 0.54 0.27 0.82 0.016 0.017 
SUS304 0.08 0.60 1.58 0.039 0.020 8.68 

























615 2041 167 
706 204 204 
18.30 596 193 256 
13.00 193 291 
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図 4 SUS304XTJU鋼の摩耗面〈珪砂水中:vニ5m/s) L--J 
10μm 
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はその位置の摩耗深さすなわちMD P (mean dept 








減少量の場合と同様に，いずれの流速でも最大摩 Time h 











5m/s 10m/s 13m/s 15m/s 
L R L R L R L R 
S15C : : 39.0 i 58.0 
S35C 2.2! 2.2 15.6! 15.6 35.0 ! 55.0 52.0 ! 72.0 
S55C : : : 52.0 ! 38.0 
SUS304 0.8 i : : 18.0 i 22.0 
13Cr 5.2 i 7.8 
表 5 黄河砂水中の摩耗速度〈μm/h)
5m/s 10m/s 13m/s 15聞Is




S35C ! 0.89 11.0 ! 13.8 : 
S55C : : 5.6! 8.6 : 
SUS304 i 0.6 4.0 i 4.0 4.0 ! 10.5 : 
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